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EDGE OF TRAVELED WAY —

14!

12!

LIGHT DUTY PAVEMENT (>1700 ADT) ON ROCK BASE
DUAL LANE AND TWO-WAY TRAFFIC FACILITIES

RIGID

SHOULDER
SEE SUBSECTION 6-04.2

ﬁ LONGITUDINAL JOINT

WIDTH VARIES

et

/ 1%, PMBP

VARIABLE THICKNESS NON-REINFORCED POR
CEMENT CONCRETE PAVEMENT WITH 15‘JO\NTTLSANXD

4" PNBB

TYPE 10R 2 AGGREGATE

18"

ROCK BASE

FILL MATERIAL OR ROCK BASE

SEE FIGURE 4-04.1

PAVEMENT SLOPE ——

= NIN.C

k d343434d ¥

VARIABLE DEPTH

SHOULDER
FLEXIBLE :
18"
¢ SHOULDER
1 " SEE SUBSECTION 6-04.2
LONGITUDINAL JOINT
| EDGE OF TRAVELED WAY ——% ”
| 12" WIDTH VARES
\
[ IEZARY) \\ IEZRReP
\
—|  VARIABLE THICKNESS (1) x 4" 1
| FILL MATERIAL OR ROCK BASE
| TYPE 10R 2 AGGREGATE
[ T | [\ SEE FIGURE 4-04.1 =z
| 18" ROCK BASE — —~ =1 T =
| P
PAVEMENT SLOPE ——— g

)]

X X

SEE TABLE 6-07.2.

THICKNESS AS DESIGNED FOR LOAD AND SOIL.
AN OPEN DITCH OF LESS THAN 4'SHOULD ONLY BE USED

WHEN RIGHT OF WAY IS NOT AVAILABLE.
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LIGHT DUTY PAVEMENT (>1700 ADT) ON ROCK BASE
DUAL LANE AND TWO-WAY TRAFFIC FACILITIES

RIGID

| SHOULDER
SEE SUBSECTION 6-04.2
\ 42 m
LONGITUDINAL JOINT
| EDGE OF TRAVELED WAY — | Vs
\ 3.6 m WIDTH VARIES
. - -
0.6 m
/ 45 mm PMBP
VARIABLE THICKNESS NON-REINFORCED PORTL AND 100 mm PMBB !

TYPE 10R 2 AGGREGATE

450 mm ROCK BASE

\
|
\
|
1 CEMENT CONCRETE PAVEMENT WITH 4.5 m JOINTS =
!
|
\
|
\

FILL MATERIAL OR ROCK BASE

SEE FIGURE M4-04.1

PAVEMENT SLOPE ———

&
\
| 4.2 m

| EDGE OF TRAVELED WAY —— ]
| 3.6 m
\

0.6

m

FLEXIBLE

SHOULDER

SEE SUBSECTION 6-04.2

r LONGITUDINAL JOINT

WIDTH VARIES

SHOULDER

450mm

ROCK BASE

90

NIN W90

(Héﬂjﬂﬁd w z

VARIABLE DEPTH

-

45 mm D \

45 mm (D

;.

VARIABLE THICKNESS (1) =

100 mm (D

TYPE 10R 2 AGGREGATE

450 mm  ROCK BASE

_
I
\
|
\
|
L

R

Y

A

FILL MATERIAL OR ROCK BASE

PAVEMENT SLOPE ————— =

SEE TABLE 6-07.2.
THICKNESS AS DESIGNED FOR LOAD AND SOIL.

x %

WHEN RIGHT OF WAY IS NOT AVAILABLE.

AN OPEN DITCH OF LESS THAN 1.2 m SHOULD ONLY BE USED

SEE FIGURE M4-04.1
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